








Group 23 C! system

Idle speed, CO system

D21
Check/adjust the CO content
Warm engine.
Use 5015.

Rev up the engine for a short while before checking the
CO content. Caution! Remove 5015 to prevent-damage
to the air-fuel control unit.

— Anti-clockwise (left) reduces the CO content.

— Clockwise [right) increases the CO content.

CO content % Check Setting
value value
B21F-5 TTT 12-18 15
1978-1980 ...... 1025 20
Y8 e 0713 10"
B21F-9 BB = T e o e 6
B21TF-Tarbot1981= ... 0. 07-13 10*

* CO adjustment screw sealed (excl. Japan).

Warning. Tampering with CO adjustment may be a
violation of Federal, state or local laws.

Cars with sealed CO adjustment screw
The CO content should only be adjusted if:

— it is outside the check values
— when all other possible causes have been checked and
rectified.

A steel ball covers the CO adjustment screw. To remove
the ball, it is necessary to remove the air-flow sensor
{see page 68). The ball can then be tapped out with a
punch.

D22

Reconnecf/ check the Lambda-sond

The CO content should drop to less then 1 % when the
Lambda-sond is connected.
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Group 23 CI system

Idle speed, CO content

11881

D23
Check/adjust the idle speed
r/'s r/min

B21F-5 1977-1979 ...... 15.0 900

1980 1. 2186, 15.8 950

pis [k S 150 900"
B21F-9 1980 125 750"
B21F-Turbo 1981- ........... 15.0 900*

* CIS inot fitted to B 21 F Federal of Japan). Refer to the service
manual if the idle speed is incorrectly set.

D24
Turn off the engine

Cars with a sealed CO adjustment screw (after having
adjusted the CO content)

56

130 877

D25
Seal the air-flow sensor
Fit the steel ball with tool 5232,
For B21F use a screwdriver.
For Turbo use a hammer.
D26

Remove the test equipment

Warning

The nipple for the CO gauge on the exhaust pipe
is very hot.

Refit the plug.
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